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Silent Aluflex 80 Sliding Door Design tip sheet
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Silent Aluflex 80 Sliding Doors Provide:
A smart and efficient use of space.
Affordable options that are available for almost any sliding door application. 
Beautiful and functional doors which can be flexible in tight room designs. 
Universal Design with a minimal, sleek, elegant look. 
Improved functionality and efficiency in smaller spaces. 
Many different style options with multiple inserts are available along with the use of optional mullions.
General Tips for Silent Aluflex 80 
Maximum door weight: 80 kg (176 lbs.) 
Maximum internal height: 3,500 mm (137 13/16”) 
Door width: 500 – 2500 mm (19 11/16” – 98 7/16”) 
Height adjustment: Down 5mm & Up 6mm (Down 3/16” & up 1/4”) 
Panel thicknesses: 
· 5mm - 6.4 mm (3/16”-1/4”) with gasket 
· 7.7mm - 8.3 mm (5/16”) with gasket  
· 10 mm (3/8”) without gasket 
 
Aluminum frame doors for wood, glass, mirror or Eco-resin panels 
Matt Aluminum (Silver), White, Black finishes available 
Soft closing systems are available to help prevent door slam! 
· The minimum door width with ONE Soft Closing mechanism is 482 mm (19 11/16"). 
· The minimum door width with TWO Soft Closing mechanisms is 830 mm (32 11/16"). 

Ceiling and Barn Door wall mount options available 
Structural Mullions run horizontally and can allow a door to feature different panels  
Decorative Mullions run horizontally or vertically and are applied on top of a panel as a decorative piece 
Quote Info Aluflex 80 Sliding System
(page 1)
Customer Information:
	Hafele Account:
	Enter Account No.
	Ship To Address:
	Street Name
	Contact Name:
	Enter Name	
	Suite No.
	Contact Phone:
	Enter Phone	
	City, State
	Contact E-mail:
	Enter E-mail	
	Zip Code
	PO#:
	Enter PO	Door Opening ID:
	Unique Name


	Finish:
	☐Matt Aluminum
	☐White
	☐Black
	☐Bronze

	Units:
	☐inches
	☐mm
	

	Opening Width:
	Tap here.	Opening Height:
	Tap here.
	Vertical Profile
Type:
(pick one)

	[image: Vertical Frame Profile, for Slido R-Aluflex 80A]Profile 10:☐
	
	[image: Frame profile, 50, lateral]Profile 50:☐


 Door Configurations (check one): 
	☐[image: ]One Door, Single Track,
Corner Application
	☐[image: ]One Door, Single Track,
Barndoor
	☐[image: ]Two Doors, Double Track,
Inside the Opening
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☐Two Doors, Double Track,
Corner Application
	[image: ] 
☐Two Doors, Single Track,
Barndoor
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☐Three Doors, Double Track, Inside the Opening
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☐Three Doors, Double Track,
Barndoor
	☐[image: ]Three Doors, Triple Track,
Inside the Opening
	☐[image: ]Three Doors, Triple Track,
Corner Application
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☐Four Doors, Double Track,
Inside the Opening
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☐Four Doors, Double Track,
Inside the Opening
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☐Four Doors, Double Track,
Barndoor
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☐Five Doors, Triple Track,
Inside the Opening
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☐Five Doors, Triple Track, 
Inside the Opening
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☐Five Doors, Triple Track,
Barndoor
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☐Six Doors, Triple Track,
Inside the Opening
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☐Six Doors, Triple Track,
Barndoor
	***ORDERING NOTICE***
Aluflex Doors are only available with the stiles overlaid in closed position.


Mullions 
	Include Mullions?
	☐Yes
	☐No
	If yes, Enter Number of Mullions Here

	Mullion Type:
	☐Structural
	☐Decorative
	

	Evenly space Mullions?
	☐Yes
	☐No
	☐Other (see Mullion spacing on following page)


Please continue order on page 2. —>
Quote Info Aluflex 80 Sliding System
(page 2)
 Customer Information:
	Contact Name:
	Enter Name
	Account No:
	Enter Account No.

	Contact Phone:
	Enter Phone
	PO:
	Enter PO No.

	Contact Email:
	Enter Email
	Door Opening ID:
	Unique Name

Infill Panels 
	Note: Infill panel 5 is the top panel and 1 is the bottom panel. If your configuration has fewer infill panels, only enter the number required starting with 1.
Example: For a door with 3 infill panels, only populate 1, 2 and 3.


Note: Please provide dimensions from Bottom Edge of door to center line of mullion 1, For Mullion(s) 2/3/4 use centerline of 1 to each additional center line
	 
 
Infill Panel 5
 
 
Infill Panel 4
 
Mullion
 
Infill Panel 3
 
 
Infill Panel 2
 
 
Infill Panel 1
 

	Panel Number

	
	
	5) dimension

	
	
	4) dimension

	
	
	3) dimension

	
	
	2) dimension

	
	
	1) dimension


	Customer Supplied Infill Panels?
	☐Yes
	☐No
	If yes, doors will ship unassembled

	Hafele Supplied Infill Panels?
	☐Yes
	☐No
	If yes, doors will ship assembled

	Hafele Supplied Infill Panel Type?
	Specify Type Here
	Custom Configuration?
	☐Yes
	☐No
	If yes, please provide a sketch



	Custom length of top and bottom track?
	☐Yes
	☐No
	If yes, please provide length: Dimension



Accessories
	Soft-Close?
	☐Yes
	☐No
	


If you choose soft-close, it will come standard on all doors in the open and closed positions.
· The minimum door width with ONE Soft Closing mechanism is 482 mm (19"). 
· The minimum door width with TWO Soft Closing mechanisms is 830 mm (32 11/16"). 

	Track Position?
	☐Inside Door Jamb
	☐Barndoor
	If barndoor, please answer below

	End caps for top track?
	☐Yes
	☐No
	End caps available for all track types

	End caps for bottom track?
	☐Yes
	☐No
	End caps only available for single tracks



	Wall Compensating Profile or Wall Connection Profile? (pick one)

	Wall Compensating Profile?
	☐Yes
	☐No
	2-pc Profile to use for openings not plumb or level

	Wall Connection Profile?
	☐Yes
	☐No
	1-pc Profile when no adjustment is required



	Brush Seals?
	☐Yes
	☐No
	If yes, Brush seals will be added to all doors



	Track Cleaning Brushes?
	☐Yes
	☐No
	


  
 Notes: 
	Click or tap here to enter text.

 Häfele America Co.: 
m
www.hafele.co
 
Toll Free: 
 | 
800.423.3531
Fax: 
800.451.8633
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