











HAFELE

Drawer Slides

Pull-out Ca inet Guides

Partial Extension, Top/Bottom Mounted

e Good running characteristics and quietness

due to integrated differential action
e All stops are made of plastic

e Patented profile shapes prevent rubbing

noises

e Easy running due to high quality steel ball

bearings

e Rear stop

e | oad capacity including
cabinet and useful load:
200 kg (440 Ibs.)

The running tracks of these guides
should not e lu ricated.

Pull-out ca inet guide for floor mounting

partial extension

Rollers:

e 4 plastic coated steel ball bearings
e 6 plastic rollers

Load capacity: 200 kg. (440 lbs.)

Including ceiling guide for lateral stability
consisting of:

e ball guide with rollers

e U-profile closed on one end

(functions as an end stop for the guide roller)

Material: Guide: steel, epoxy-coated
Roller: steel, polyamide

Install. length Extension length white
400 mm 384 mm 421.50.741
450 mm 434 mm 421.50.746
500 mm 484 mm 421.50.751
550 mm 534 mm 421.50.756
600 mm 584 mm 421.50.761
650 mm 634 mm 421.50.766
700 mm 684 mm 421.50.771
750 mm 734 mm 421.50.776
800 mm 784 mm 421.50.781
850 mm 834 mm 421.50.786
900 mm 884 mm 421.50.791
950 mm 934 mm 421.50.796
1000 mm 984 mm 421.50.801
1100 mm 1084 mm 421.50.811

Packing: 1 pc.

Easy close mechanism

Material: plastic
Color Item No.
gray 421.50.000

Packing: 1 pc.

Dimensions in mm
Inches are approximate
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HAFELE

Drawer Slides

Sliding Cabinet System

Sliding cabinet system, for storage of large
volumes of small items, easy access with
minimum loss of storage space.

Technical data:

e | oad capacity: 220 kg. (485 Ibs.) per roller unit
(two roller units per cabinet required)

e Running gear includes: 2 ball-bearing mounted,
compressed webbing rollers

e | ateral guides: 2 ball-bearing mounted, steel rollers

Material: Frame: steel, enameled

Track: steel, galvanized
Sliding cabinet running gear
Standard length: 350 mm (13%")

Color [tem No.

brown 421.59.928

Packing: 2 pcs.

Roller track
Standard length: 3000 mm (118")

ltem No.

421.59.062

Packing: 1 pc. (3 meters)

Mounting note: To ensure proper lateral control,
the running gear must always be mounted under
the cabinet section so that the guide rollers are on
the inside, i.e. towards the center of the cabinet.

Cabinet side panel Cabinet side panel

Cabinet floor
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Dimensions in mm
Inches are approximate
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