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Hinges and Stays

Dimensions in mm
Inches are approximate

Gap between glass
and sides = 5 mm

Simplex Hinge, Speed-mount
• For glass doors thickness 6.5 mm (1/4")

Material: steel 

Color Item No.

black 361.44.300
Packing: 40 pairs (inserts not included)

• Ideal for RTA industry
• Easy to install glass doors clip easily onto cabinet after hinges are 

mounted on glass
• Pivot pins rotate freely in a 5 mm diameter hole bushings are not 

required
• Door clearance spacing incorporated into hinge
• Magnetic catches see pages 388 - 392
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Glass Door Hinges
Non-Bore Hinge For Light-weight Glass Doors

Min. 25 mm

Min. 15 mm

Dimensions shown on mounting diagrams are only approximate.
Please conduct a trial mounting to determine your exact dimensions
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Dimensions in mm
Inches are approximate

Simplex-Inset glass door hinge, with press-fit bushing

• Self-adhesive pressure plates and screws included
• Glass thickness to 5 mm (3/16")

Color Item No. 
chrome-plated 361.42.202
brass-plated 361.42.800
black 361.42.300

Material: steel; Bushings: plastic

Packing: 50 pairs (1 pair = 1 left, 1 right)

Color Item No. 
chrome-plated 361.42.211
brass-plated 361.42.819
black 361.42.319

Material: steel; Bushings: plastic

Packing: 50 pairs (1 pair = 1 left, 1 right)

Simplex-Inset glass door hinge, with press-fit bushing

• Self-adhesive pressure plates and screws included
• Glass thickness to 6.5 mm (1/4”)
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• Decorative Handles please see page 565
• Magnetic catches see pages 388 - 392

Opening angle:

Opening angle:

Decorative-Inset glass door hinge, with press-fit bushing

• Steel set screw with plastic pad
• Glass thickness to 6 mm (1/4”)

Glass Door Hinge-Inset with closed end, and press-fit bushing

• Steel set screw with plastic pad
• Glass thickness to 6 mm (1/4”)
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Material: zinc die-cast
Fastening screw: steel; Bushing: plastic

Color Item No.
matt black 361.69.310

Packing: 100 pcs.

Material: zinc die-cast
Fastening screw: steel; Bushing: plastic

Color Item No.
matt black 361.69.320

Packing: 50 pairs (1 pair = 1 left, 1 right)

Opening angle:

Opening angle:

Dimensions shown on mounting diagrams are only approximate. 
Please conduct trial mounting to determine your exact dimensions.

Glass Door Hinges
Non-Bore Hinges For Light-Weight Glass Doors




