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Tables, Legs, Casters

Dimensions in mm
Inches are approximate

Casters
Heavy-Duty

• Pressed steel, swivel bracket with double ball bearing in reinforced swivel head
• Low swivel head play for long service life
• Special rim design is extremely strong under high impact loads
• Brakes swivel and wheel

With brake

Fixed Caster 
Material: Outer wheel: solid rubber, Color: black

Inner wheel & Support: steel, Color: zinc-plated

Screw
hole

Wheel
width C

C

Mounting
plate

L

W

Wheel Ø
Installation

height

#10
Pan Head Pan head screws page 453

1114 A

New
Item

Item No. 670.02.224 670.02.242 670.02.251
Wheel Ø Ø 125 mm (4 7/8”) Ø 160 mm (6 1/4”) Ø 180 mm (7 1/8”)
Installation height 150 mm (5 5/8”) 195 mm (7 5/8”) 215 mm (8 1/2”)
Dim. C 80 x 60 mm 105 x 75-80 mm 105 x 75-80 mm
(Hole center) (3 1/8” x 2 3/8”) (4 1/8” x 3–3 1/8”) (4 1/8” x 3–3 1/8”)
Wheel width 37.5 mm (1 1/2”) 40 mm (1 5/8”) 50 mm (2”)
Load capacity per caster 100 kg. (200 lbs.) 135 kg. (298 lbs.) 170 kg. (375 lbs.)
Mounting plate 100 x 85 mm 140 x 110 mm 140 x 110 mm
(L x W) (4” x 3 3/8”) (5 1/2” x 4 3/8”) (5 1/2” x 4 3/8”)
Screw hole Ø 9 mm (3/8”) 11 mm (1/2”) 11 mm (1/2”)

Packing: 1 pc.

Swiveling Caster 
Material: Outer wheel: solid rubber, Color: black

Inner wheel & Support: steel, Color: zinc-plated

Without brake 670.01.227 670.01.245 670.01.254
With brake 670.03.221 670.03.249 670.03.258
Wheel Ø Ø 125 mm (4 7/8”) Ø 160 mm (6 1/4”) Ø 180 mm (7 1/8”)
Installation height 150 mm (5 5/8”) 195 mm (7 5/8”) 215 mm (8 1/2”)
Dim. C 80 x 60 mm 105 x 75-80 mm 105 x 75-80 mm
(Hole center) (3 1/8” x 2 3/8”) (4 1/8” x 3–3 1/8”) (4 1/8” x 3–3 1/8”)
Wheel width 37.5 mm (1 1/2”) 40 mm (1 5/8”) 50 mm (2”)
Overhang 40 mm (1 5/8”) 60 mm (2 3/8”) 60 mm (2 3/8”)
Load capacity per caster 100 kg. (200 lbs.) 135 kg. (298 lbs.) 170 kg. (375 lbs.)
Mounting plate 100 x 85 mm 140 x 110 mm 140 x 110 mm
(L x W) (4” x 3 3/8”) (5 1/2” x 4 3/8”) (5 1/2” x 4 3/8”)
Screw hole Ø 9 mm (3/8”) 11 mm (1/2”) 11 mm (1/2”)

Packing: 1 pc.

Without brake
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Dimensions in mm
Inches are approximate#10

Pan Head

Casters

Swiveling Caster 
• Load capacity per caster: 40 kg. (88 lbs.)
• Wheel Ø: 50 mm (2”)
• Installation height: 71 mm (2 3/4”)

Material: Outer wheel: solid rubber
Inner wheel and Support: steel, Color: zinc-plated

Without brake With brake

Without brake With brake
with threaded stem 663.08.911 663.08.921
with mounting plate 663.06.910 663.16.910

Packing: 1 pc.
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Pan head screws page 453

• Pressed steel, swivel bracket with double ball bearing in the swivel head
• Impact resistant, corrosion resistant
• Non-marking wheels
• Brakes swivel and wheel

New
Item

1114 B


