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Dimensions in mm
Inches are approximate

Drilling and Insertion Machine
Futura 100

Item No.
001.85.103

Packing: 1 pc.

• Vertical drilling and insertion of hinges & connectors
• Power supply: 1-Phase 110V/60Hz, 1.1 kw motor 
• Power rating: 1.5 horsepower

Extra Hinge Installation Set
Item No.

001.85.141
Packing: 1 set (includes 4-spindle drill head 45/9.5, 
1 insertion die for A-series hinges (except 165º), 
1 - 35 x 57 mm right hand carbide bit, [2] - 8 x 57 mm
left hand carbide [bits])

Description Item No.
Extension ruler 
1250 mm (49 1/4”) 001.87.100
Extension ruler 
1250–2500 mm (49 1/4”-98 7/16") 001.87.110
Tilt stop with clamp lever 001.87.120
Insertion ram for connectors: 
Rafix-SE, Rafix-TAB, Rafix-SE 32 001.87.220
Insertion ram for Tab V connector 001.87.221
Insertion ram for Solo 32 connector 001.87.222
Insertion ram for 165º A-series hinge 001.89.220
3/32 x 57 mm LH carbide bit 
(for #6 screw) 001.06.851
10 mm adapter for 3/32 bit (required) 001.06.849
5 x 57 mm RH carbide bit 001.06.868
5 x 57 mm LH carbide bit 001.06.869
8 x 57 mm LH carbide bit 001.06.870
8 x 70 mm RH carbide bit 001.08.022
8 x 70 mm LH carbide bit 001.08.023
10 x 57 mm LH carbide bit 001.06.875
12 x 57 mm RH carbide bit 001.06.876
15 x 57 mm RH carbide bit 001.24.167
18 x 57 mm RH carbide bit 001.06.365
20 x 57 mm RH carbide bit 001.08.002
35 x 57 mm RH carbide bit 001.08.013
40 x 57 mm RH carbide bit 001.06.865

Packing: 1 pc.

New
Item

Accessories – Order separately
Unit Configuration:
• 1 Drilling unit with manual operation lever
• 1 Ruler 600 mm (23 5/8") 
• 2 Tilt stops with clamp lever
• 1 Work top 600 x 400 mm (23 5/8" x 15 3/4")
• 1 Hinge installation set

Note: This machine will not operate a 7-spindle or
11-spindle drill head.
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• Vertical drilling and insertion of hinges & connectors,
vertical line boring

• Power rating: 1.5 horsepower
• Required air pressure: 85 psi
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Tools

Dimensions in mm
Inches are approximate

Drilling and Insertion Machine
Futura 200

Motor Item No.
1-Phase 220V/60Hz, 1.1 kw  001.85.201
1-Phase 110V/60Hz, 1.1 kw 001.85.203
3-Phase 220V/60Hz, 1.1 kw  001.85.204

Packing: 1 pc. 

Extra Hinge Installation Set
Item No.

001.85.241
Packing: 1 set (includes 4-spindle drill head 45/9.5, 
1 insertion die for A-series hinges (except 165º), 
1 - 35 x 57 mm right hand carbide bit, [2] - 8 x 57 mm
left hand carbide [bits])

New
Item

Accessories – Order separately

1339 B

Description Item No.
Extension ruler 1250 mm (49 1/4”) 001.87.100
Extension ruler 
1250–2500 mm (49 1/4”-98 7/16") 001.87.110
Tilt stop with clamp lever 001.87.120
Insertion ram for connectors: 
Rafix-SE, Rafix-TAB, Rafix-SE 32 001.87.220
Insertion ram for Tab V connector 001.87.221
Insertion ram for Solo 32 connector 001.87.222
Insertion ram for 165º A-series hinge 001.89.220
7-spindle drill head 
(includes carbide drill bits 5 mm) 001.85.251
[Dust chute] 001.85.260
Steel base frame with shelf 001.85.365
3/32 x 57 mm LH carbide bit 
(for #6 screw) 001.06.851
10 mm adapter for 3/32 bit (required) 001.06.849
5 x 57 mm RH carbide bit 001.06.868
5 x 57 mm LH carbide bit 001.06.869
8 x 57 mm LH carbide bit 001.06.870
8 x 70 mm RH carbide bit 001.08.022
8 x 70 mm LH carbide bit 001.08.023
10 x 57 mm LH carbide bit 001.06.875
12 x 57 mm RH carbide bit 001.06.876
15 x 57 mm RH carbide bit 001.24.167
18 x 57 mm RH carbide bit 001.06.365
20 x 57 mm RH carbide bit 001.08.002
35 x 57 mm RH carbide bit 001.08.013
40 x 57 mm RH carbide bit 001.06.865

Packing: 1 pc.

Unit Configuration:
• 1 Pneumatic drilling unit with push button control
• 1 Ruler 600 mm (23 5/8") 
• 2 Tilt stops with clamp lever
• 1 Work top 600 x 400 mm (23 5/8" x 15 3/4")
• 1 Pair of pneumatic hold-down clamps
• 1 Locking pin for fence depth adjustment, with positive stops at:

– 9.5 mm (Rafix)
– 22.5 mm (hinges) 
– 37 mm (line-boring)

• 1 Hinge installation set

Note: This machine will operate a 7-spindle drill
head.
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Dimensions in mm
Inches are approximate

Drilling and Insertion Machine
Futura 300

Unit Configuration:
• 1 Horizontal drilling unit with 3-spindle drill head, 32 mm spacing
• 1 Pneumatic push button control for the following functions:

– Start button 1 - vertical drilling with automatic control
– Start button 2 - press-in with automatic control (motor turns off automatically)
– Start button 3 - horizontal drilling with automatic control
– Selector switch for pneumatic clamp (on/off)

• 1 Vertical drilling unit 
– Adjustable in the y-axis max +200 mm, positioned by a hand wheel & digital meter
– Depth of drill hole adjustable by a digital meter, including limitation of the return 
stroke for line boring

• 1 Pre-set catch for repeatable set-ups
• 2 Positioning stops
• 2 Tilt stops with clamp lever
• 1 Adjustable Work top from 5–40 mm with digital meter

850 x 420 mm (33 1/2" x 16 1/2")
• 1 Pair of pneumatic hold-down clamps
• 1 Hinge installation set

• Vertical and horizontal drilling for and insertion of 
hinges and connectors, line boring for 32 mm 
system holes and drawer slides

• Positioning stops integrated into the work top 
for drilling connectors

• Power rating: 1.5 horsepower
• Required air pressure: 85 psi

Motor Item No.
1-Phase 220V/60Hz, 1.1 kw 001.85.301
3-Phase 220V/60Hz, 1.1 kw 001.85.304

Packing: 1 pc.

Extra Hinge Installation Set
Item No.

001.85.341
Packing: 1 set (includes 4-spindle drill head 45/9.5, 
1 insertion die for A-series hinges (except 165º), 
1 - 35 x 57 mm right hand carbide bit, [2] - 8 x 57 mm
left hand carbide [bits])

New
Item

Accessories – Order separately

Description Item No.
Extension ruler 1250 mm (49 1/4”) 001.87.101
Extension ruler 
1250–2500 mm (49 1/4”-98 7/16") 001.87.111
Tilt stop with clamp lever 001.87.120
Insertion ram for connectors: 
Rafix-SE, Rafix-TAB, Rafix-SE 32 001.87.220
Insertion ram for Tab V connector 001.87.221
Insertion ram for Solo 32 connector 001.87.222
Insertion ram for 165º A-series hinge 001.89.220
7-spindle drill head, 32 mm with 
integrated pin stops and 5 mm 
HM drill bits 001.85.351
11-spindle drill head, pivots 0-90º, 
32 mm with integrated pin stops 
and 5 mm HM drill bits 001.85.353
Steel base frame with shelf 001.85.365
3/32 x 57 mm LH carbide bit 
(for #6 screw) 001.06.851
10 mm adapter for 3/32 bit (required) 001.06.849
5 x 57 mm RH carbide bit 001.06.868
5 x 57 mm LH carbide bit 001.06.869
8 x 57 mm LH carbide bit 001.06.870
8 x 70 mm RH carbide bit 001.08.022
8 x 70 mm LH carbide bit 001.08.023
8 x 117 mm RH carbide bit 001.08.032
8 x 117 mm LH carbide bit 001.08.033
10 x 57 mm LH carbide bit 001.06.875
12 x 57 mm RH carbide bit 001.06.876
15 x 57 mm RH carbide bit 001.24.167
18 x 57 mm RH carbide bit 001.06.365
20 x 57 mm RH carbide bit 001.08.002
35 x 57 mm RH carbide bit 001.08.013
40 x 57 mm RH carbide bit 001.06.865

Packing: 1 pc.

1339 C

Note: This machine will operate a 7-spindle or 
11-spindle drill head.

Hold-down clamps
not shown

Horiontal Drilling Unit 11-spindle Drill Head Pivoted to 90º
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