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Specification Data Sheet 
 
 
Product:  Premium Grade PVA Adhesive  
  
Description: Premium Grad PVA Adhesive is a 50% solids polyvinyl acetate emulsion 

containing reactive groups.  It is a specially designed adhesive with 
increased water resistance, good heat resistance, good resistance to static 
load and very fast curing on RF machines.  Also works well on hot and cold-
press applications.  Product is also characterized by its easy cleanup. 

 
 

Performance Properties: 
 
*Good heat resistance. 
*Easy Cleanup 
*Good resistance to static load. 
*Very fast setting. 
*Excellent water resistance 
 

Supply Specifications: 
 
Color:    White 
 
Solids:   50% +/-1% 
 
Viscosity:   6000 cps 
 
pH:    2.5-3.5 
 
Film:    Dry, hard 
 
Shelf life:   6 months (In a closed container) 
 
Clean up:      Good 
 
Freeze resistance:  Protect from freezing! 
 
 
Components contained in this product conform to USDA and FDA regulations for use in food packaging, as stated in the Federal Food and Drug 
& Cosmetic Act, title 21 under section 175-105.  This guarantee is also intended to comply with USDA’s “Policy Governing Inspection of 
Packaging Materials.”  NOTE:  The data presented is based upon tests believed to be reliable; however, Tailored Chemical Products, Inc., does 
not guarantee their accuracy or completeness.  Tailored Chemical Products, Inc., assumes no responsibility for results obtained or for incidental 
or consequential damages arising from the use of this data. 


