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TOE KICK LIGHT

TOE KICK LIGHT
> Light Color (K): 2400 (warm white)
> Drill hole: Ø40 mm (1 9/16”; Ø x H: 54 x 17.3 mm (2 1/8” x 11/16”)
> Wattage: 0.34; LEDs: 3; Lumen: 4; Lumen per watt: 12; CRI: 90
> Energy Efficiency class: A+; Weighted energy consumption (kWh/1.000 h): 0.37
Material: Stainless Steel

Finish Item No.
brushed steel 2400K (30 seconds on) 833.74.390
matt black 2400K (30 seconds on) 833.74.391

Supplied With
2 m (78 3/4”) lead, mounting material, silicone gasket,
black surface mounting ring (optional)

Note
Some applications may require 833.95.714.

LOOX5 DRIVER WITH US PLUG, 12 V
(OPTION 1)
> Wattage: 12 W; Voltage: 110

Color Item No.
black 833.02.759

US POWER CORD (FOR OPTION 2 ONLY)
> Lead length: 2000 mm (78 3/4”)

Item No.
833.89.003

DRIVER, 12 V (OPTION 2)
> Wattage: 20 W

Color Item No.
black 833.95.000

LOOX5 PLUG/12 V LOOX SOCKET
(ONE NEEDED FOR EACH LIGHT)
> Max. connected wattage: 42

Color Item No.
black 833.95.753

Note
Add one for each Toe Kick LED.

Y-DISTRIBUTOR (FOR 2 LIGHTS)
> Length: 1.5 m (59 1/16”)
Material: Plastic

Color Item No.
black 833.93.737
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LOOX5 6-WAY DISTRIBUTOR (FOR 3 
OR MORE LIGHT APPLICATIONS)
> L x W x H: 70 x 30 x 14 mm

(2 3/4” x 1 3/16” x 9/16”)
> Number of connections:

1 x input port with box to box plug
1 x output port with box to box socket
6 x output ports

Material: Plastic

Color Item No.
black 833.95.786

EXTENSION LEAD, 12 V, (OPTIONAL)
> Length: 2 m (78 3/4”)
Material: Plastic

Color Item No.
black 833.95.714

Note
For extending the connection leads
of the LED lights.


